ON-board mini monitor user manuoal

home - main screen
_decrease backlight

increase backlight

date, time, volume |

10.23.23 10:23

battery 997 69/ 357 1002 1002129/ tank voome|
i ank volume
capacity I I |;| H |:| 4‘C3pac'ty I lﬂ 12001 cursor move
|voltage :
\I;Ztttaegilees ﬁu ﬁu gu m ey k e 1.55'1@ empty/full forecast L it
| batteries or " __ tanks| i
?  forecast reset T time range
tank details g tank history
battery details
change battery charge mode
l charging mode time |
. H pooe [
battery 997 lAﬁ - 1199 A current | charging mode 9999 m fan bulk 2 .
capacity l& 12 BD V voltage | voltage 12 SV ‘@ On/Off absorption 2
B 148 SU Ah capacity current (sum) ZISA @ info & alarms Jecondition (16V)
change battery | exit = (1) (5 [ exit —=5a =) >

charger detailsT

1t 1

battery selection

battery history

current details

93%

=5

- [I 59“ A instantaneous current |

discharge forecast

. date, time, voltage,
4 . instantaneous current 10.23.23 10:23 14520  B.25A i
99/ z 11_55 h | 456RR current, capacity

. -0.530A

average current -1h |

2.1 - 0.530 A

average current -12h |

Ccursor move
W]

2 12:30h § __average current -1h|

cursor |

212}. 145 2[”1. average current -12h |
-

[*17] [ wyjscie exit exit
T reset average current current/voltage T time range
Legend: Warning !

| description of the function

_short press button
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- Always operate the touch screen with your finger or a special pen with a tip made of plastic

- Do not touch the screen with sharp metal objects, it may cause scratches and damage the touch panel

- As a result of the long life operation, battery loses its nominal capacity, so from time to time should be corrected and
programmed in the device setup

- Batteries should not be fully discharged, it can cause permanent damage

- Over-discharge results in the loss of batteries capacity

- Do not use charging mode R1 "recondition” with the gel, AGM and lithium batteries
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